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GET PREPARED FOR THE FLOOD SEASON
BY USING THE WORLD’S #1
FLOOD PROTECTION PRODUCT.
U.S. / International Flood Control Corp., “THE Sandbag Replacement Company”. is an
EMERGENCY RAPID DEPLOYMENT Tiger Dam system that is unique, affordable and
TM

effective. This Tiger Dam System consists of elongated flexible tubes which maybe quickly
stacked, joined end to end and filled with water. The pyramid shaped structure forms a
barrier to protect buildings, resort properties and any other structures prior to the onset
of a flood.
TM

The tubes can be filled with a 2 inch pump, a fire hydrant (fastest) or a garden hose. The
tubes are capable of being stacked up to a maximum of 32 feet high and linked together
seamlessly for miles. They can be virtually any length and take any shape. Each tube weighs
65 lbs dry and 6300 lbs when filled with water.
These temporary engineered, interlocking, flexible tubes are then drained of water which
flows back into the river when the flooding subsides. The result is a reusable system that
protects property without the need of sandbags. When the floodwaters recede, the tubes
can be drained within minutes, rolled up and reused again and again. They can easily roll up
into a small package for storage (approximately 10 inches high x 19 inches wide); therefore
protecting our environment and with no environmental damage at all. Our system is

completely environmentally friendly.

When deployed properly, our Tiger DamTM System may be able to divert up to 100% of
floodwaters. Our System can be assembled within minutes using floodwater or any water
source with the help of as few as two people (depending on the scope of the job).
The tubes can be easily repaired with a vinyl repair kit, awning repair kit, a simple bicycle
repair kit, or wet weld (duct-tape – temporary fix only).
No heavy equipment is required to use the Emergency Rapid Deployment Tiger DamTM
System. Deployment can be done from a pickup truck, the trunk of a car, emergency
vehicles, etc.
Our patented Tiger DamTM System is the only thing you may need for any
future flooding problems.

POTENTIAL PRODUCT APPLICATIONS.
Homeland Security Application – Temporary Holding Tank / Reservoir
Contain spilled bio-hazardous materials, wastewater and terrorist intended chemical liquids.
90 second rapid deployment diversion dam / containment dam, 50lbs when empty, rolls can be
immediately filled to 50 feet holding 6000 lbs of chemical liquid or slurry type mixtures. Safely
diverts spill contaminants away from fresh water, diverting supply. (e.g. train accident spills liquid
onto the ground) – simply use a 2” pump, pump the sand/debris into the tube – the tube becomes
an airtight holding tank, with over 6000 lbs capacity. Once contained in the holding tank, the spill
can be pumped out at a safe and convenient time into a bio-hazardous tank truck / water truck and
disposed of according to environmental standards.
RETENTION PONDS – URBAN AREAS
The Tiger DamTM system can be used as an alternative to reduce the number of acres required
for storm water retention and the costs associated with excavating and removing fill material from
subdivisions. Retention Ponds – Rural Areas
Spring runoff could be retained for future seasonal irrigation.
Protective devices for protecting telephone, fiber optics,
hydro and other utilities.
The Tiger DamTM system can replace the use of sandbags and crews needed to man the sandbag
walls to protect the utility and the employees in a time of flooding.
Containment for Chemical Plants
The Tiger DamTM system can be used to contain spills versus expensive earth works and
containment membranes.
Containment for Sewage
Many cites in older areas have combined sewer systems (sewage and storm water). During
peak rain events, the system cannot handle the capacity and spills directly into the river system,
bypassing the sewage treatment. Containment, specifically placed could control large volumes of
water accumulation to reduce the threat of the combine system reaching its capacity causing raw
sewage from going into the river system.
Irrigation Ditches
The Tiger DamTM system could be used to transport/divert water from rivers similar to irrigation
channels. The product would be used to contain / channel water to agricultural areas versus
excavating costly irrigation ditches, used only in low precipitation years,
transport where required.

Cost Comparison

Cost Comparison of Sandbags to portable water-filled
berms to produce a 50 foot long impoundment
for providing 18” Protection
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*US Army Corps of Engineers estimate of $6.25/sandbag total cost for materials,
makeup, deployment, and removal of 3100 sandbags.
Compares USACOE Data with Customer Actual Costs for Making 2500 Sandbags and 50’ Sectional Berm Syste
** Customer actual costs to makeup 2500 Sandbags annually, deployment and
removal costs estimated using standard labor rates.
*US Army Corps of Engineers estimate of $6.25/sandbag total cost for materials, makeup, deployment, and removal of 3100 sandbags.
** Customer actual costs to makeup 2500 Sandbags annually, deployment and removal costs estimated using standard labor rates.

Description of Material / Activity
# Sandbags / # of Berms
Direct Material Cost
Labor hrs / Cost to fill
Annual Makeup Costs (no deployment)
Labor hrs / Cost to deploy
Labor hrs / Cost to remove
Deployment Labor Hours / Cost per Event
Sandbag transport: # Pickup loads
Equipment Costs for makeup, deployment, removal
Berm transport: # Pickup loads
Total Cost for 100’ Protection (make, deploy, remove)
Total Cost/ Sandbag or Berm (make, deploy, remove)
Average lifetime before replacement
2 Year Cumulative Costs (no deployment)
5 Year Cumulative Costs (no deployment)
10 Year Cumulative Costs (no deployment)

USACOE
*
3,100
NA
69 hrs
61 hrs
53 hrs
114 hrs
15
$19,375
$6.25
1 yr
-

Customer

Berms

**
2,500
$2000
$5500
$7700
$3000
$2000
$6000
$1200
$14,700
$4.40
1 yr
$15,400
$38,500
$77,000

6
$7500
<5 mins
$7500
1 hr
1 hr
2 Hrs
1
$7500
$1250 + 2 hrs
20+ yrs
$7500
$7500
$7500

History and Development
Due to an ever increasing demand for an
innovative, feasible alternative to sandbags,
International Flood Control Corp. developed
a simple rapid deployment system designed
to act as a temporary emergency Tiger DamTM
suitable for use in a wide variety of situations.
Soaring fuel costs to operate dump trucks, loaders, conveyer belts, and sandbag machines,
coupled with the lack of labor during critical notice of the accident or impending disaster,
our rapid deployment system is both labor and energy efficient as well as much more
environmentally friendly when compared to sandbags.
The problem of flooding is wide spread and its effects are catastrophic when left unchecked.
Property damage may be mitigated and lives may be saved by implementing a proactive
strategy to deal with floods.
A critical element in any action plan is the ability to control, divert, and contain flood waters
to certain areas and to have the ability to respond in a rapid, flexible fashion during an
emergency, especially when resources are stretched to the limit.
Our inflatable Tiger DamTM system may be able to meets the needs of emergency response
personnel and integrates with existing systems to allow the response teams a greater
opportunity to control the flood and mitigate damage.

Low labor and quick filling time minimizes people’s time on the front lines who may be in
harms way. Plus no heavy sandbags to lift will MINIMIZE Employee Health claims.
Environmentally friendly so it leaves no foot print and can be filled with the
flood water (fresh/salt).

The system has been designed to be rugged, stable
and adaptable to a wide variety of situations and
climates. The product was originally designed for
ice flow in rivers, making it a very durable product.

Design Features

It is comprised of a series of engineered,		
interlocking Tiger Dam’sTM that when filled with
water form a (temporary) diversion Tiger DamTM.
Can be configured in a wide variety of shapes and
sizes ranging from a few feet in length to a few
miles in length and from 1.5 feet high to 32 feet high.
Can form 90 degree angle
Modular and simple to use (like building blocks). The universal components are easily
connected and can be stacked. This avoids wasting valuable time and resources keeping
people out of harms way with the most precious commodity during a storm - TIME.
With speed as a critical component in building an emergency barrier, the system was designed
to be deployed rapidly. Depending on the method of filling, each tube (19 inches x 50 feet
long) can be filled in as little as 90 seconds.
Each component (tube weighs approx. 60 lbs. empty) can be handled by one or two people,
thus eliminating the need for heavy equipment. When full of water it weighs over 6100 lbs.
(3 tons) to help ensure Tiger DamTM stability.
After the flood the equipment is simply 		
drained, cleaned and rolled up for future use.
Can be temporarily repaired with duct tape or
permanently repaired with an
adhesive patch.

Engineering

Engineering
The system has been independently
assessed for function and safety by a
leading certified engineering laboratory.
Research and development was conducted
at the University of British Columbia’s
Ocean Engineering Test Center (Oceanic
Institute).
Test results showed that the system
exceeded its design criteria and performed
well under a wide variety of situations.
During the test, the Tiger DamTM can be
topped without failure.
The system was stable when subjected to wave action.
Burst test demonstrated a maximum internal pressure of 17 pounds per square inch. The
system typically operates at 2 pounds per square inch.
Puncture tests met or exceed all applicable ISO standards.
The proprietary fabric is resistent to a wide range of chemicals and is UV stable.
The valves are 2 inch check valves with a bayonet style connector.
The connecting straps are 2 inch polyester with approximately ten thousand pound tensile
strength.

Applications
to man the sandbag walls to protect the utility
and the employees in a time of flooding.

Chemical Plants / HAZMAT
The Tiger DamTM system can be used to
contain spills versus expensive earth works and
containment membranes.

Containment for Sewage

Homeland Security
The Tiger DamTM system may be able to contain
spilled bio-hazardous materials, wastewater and
terrorist intended chemical liquids.
The 90 second rapid deployment diversion
Tiger DamTM weighs 60 lbs. when empty, can be
immediately filled to 50 feet holding 6000 lbs. of
chemical liquid or slurry type mixtures. Simply
use a 2” pump to pump the sand/debris into the
tube. The tube becomes an airtight holding tank,
with over 6000 lbs. capacity. Once contained in
the holding tank, the spill can be pumped out at
a safe and convenient time into a bio-hazardous
tank truck/water truck and disposed of according
to environmental standards.

Retention Ponds – Urban Areas
The Tiger DamTM system can be used as an
alternative to reduce the number of acres
required for storm water retention and the costs
associated with excavating and removing fill
material from subdivisions.

Retention Ponds – Rural Areas
The Tiger DamTM system can retain spring run off
for future seasonal irrigation.

Telephone, Fiber Optics, Hydro
Dams and Utilities
The Tiger DamTM system can replace the use of
sandbags and crews needed

Many cities in older areas have combined sewer
systems (sewage and storm water). During
peak rain events, the system cannot handle the
capacity and spills directly into the river system,
bypassing the sewage treatment. Containment,
specifically placed could control large volumes
of water accumulation to reduce the threat of the
combined system reaching its capacity causing
raw sewage from going into the river system.

Golf Courses
The Tiger DamTM system can be used to protect
golf course fairways and greens through the
process of diverting rivers and other threatening
water sources.

Personal Property
The Tiger DamTM system can quickly protect
your property from the onset of floods. By
strategically placing the flexible barrier around
your home, you can prevent floodwaters from
destroying your property and assets.

Applications

Road Ways

When constructing roadways, crews can
effortlessly implement the Tiger DamTM system
to block waters. This enables a hassle free
environment to easily and efficiently complete a
project.

River Crossings

Whether the need is to contain parts of a river
for environmental reasons or simply to repair
walkways or bridges, the Tiger DamTM system is an
economical and environmentally friendly product
that assists in making any project easier.

Bridge Repair
The Tiger DamTM system can assist in creating
safe work areas for crews working on jobs such as
major bridge repairs. The products also enables
crews to maneuver around with ease.

Water Storage
Some floods cause irreparable damages, including
to a towns water supply. When the Tiger DamTM
system is filled with clean water it can be used for
safe drinking water in case of emergencies.

Irrigation Ditches
The Tiger DamTM system can be used to transport/
divert water from rivers similar to irrigation
channels. The product can be used to contain/
channel water to agricultural areas versus
excavating costly irrigation ditches, used only in
low precipitation years.

Refineries / Chemical Plants
The Tiger DamTM system can be used to protect
refineries from potentially threatening flood water
as well may contain many spills.

Applications

Photos

HAZMAT Protection during
2010 Deep Horizon Oil Spill
The Tiger DamTM system was utilized by
British Petroleum for shoreline protection
on the Louisiana coast line as the last line
of defence against the 2010 Deep Horizon
Oil spill.
A 20 mile barrier; 3 ft in height was
anchored into the beach so as to withstand
the force of the gulf and was found to be
an effective tool in protecting the fragile
estuaries beyond the shoreline from the oil
washing ashore.
Tiger DamsTM are a versatile system year after year, emergency managers
are successful in mitigating a variety of
issues and discovering new and creative
applications, none are too big or too small.

Photos

Office Tower Protection

Levee Topping

Condo Tower Protection

Photos

Can be Frozen

Instant HAZMAT Dump

Large Scale Industrial
Application

STANDARD EMERGENCY RESPONSE TRAILER

RETENTION
The Tiger DamTM system is an innovative and feasible alternative to sandbags. It is a simple, cost
effective rapid deployment system designed to act as a temporary emergency dam.
The Tiger DamTM rapidly deploys in as little as 90 seconds with minimal manpower. Each standard
dam is 19 inches x 50 feet and replaces the equivalent of 500 sandbags. The Tiger DamTM is the
only system that is patented to join together to form a dam of any length and the ONLY system that
is stackable (from 19 inches to 32 feet in height). The system is re-usable andenvironmentally.
A critical element in any action plan is the ability to control, divert and contain flood waters to
certain areas and to have the ability to respond in a rapid, flexible fashion during an emergency.
The pyramid shaped structure forms a barrier to protect buildings, infrastructure, resort properties
and other critical structures prior to the onset of flood.

Diameter | Height/Length | Cubic Inches | Cubic Feet | Cubic Yard | Cubic Meter

19”		

50’		

170186

98.5		

3.6 		

2.8

CONCRETE
Each 50ft tube contains when full 98.5 cubic feet of concrete, and weights 14282 pounds.
Each Tiger DamTM will fill in approximately 5 minutes. A typical Schwing Concrete Pump SP88
or similar will fill one tube in approximately 5 minutes. The concrete is a very small aggregate
or non aggregate mixture with a flow additive.
This system interlocks seamlessly. Minimal manpower to assemble.
Leaves no footprint, can be filled with water, new or recycled concrete, upon removal the
concrete can be recycled again. No Environmental issues as with semi-permanent sand
filled systems.
For extra protection, you can get 100 thousand pounds of added extra strength using
our patented anchor system.
Using the 50 ft vapor barrier provides several beneficial factors including:
Decreasing the hydrostatic pressure from the head of the Tiger DamTM, as well as scouring
and ocean erosion, further strengthening the levee itself.

SECONDARY HAZMAT CONTAINMENT
The Tiger DamTM rapidly deploys in as little as 90 seconds with minimal manpower and can be
custom manufactured to resist most chemicals at no extra cost. Each standard dam is 19 inches x
50 feet and can be filled with water or concrete. The Tiger DamTM is the only system that is patented
to join together to form a dam of any length and the ONLY system that is stackable (from 19 inches
to 32 feet in height).
The re-usable Tiger DamTM can be used to contain spills; it can be easily moved, change size,
dimension or direction halfway through a project unlike the more expensive permanent earthen
berms, cost savings
will be enormous.
The Tiger DamTM system is currently being used to protect refineries, chemical plants, tank farms
and critical industrial infrastructure. Customers using the system include nuclear power plants,
The US Strategic Petroleum Reserve, Exxon Mobile, and Conoco Phillips.

Toll Free:

1-866-852-1118

201, 505 8th Avenue SW
Calgary, Alberta T2P 1G1

402 N Division Street
Carson City, Nevada 89703

121 Kaylee Drive
Hahnville LA 70057

